3' MIN.

CONCRETE CAP

6" DIA. STD. STEEL PIPE POST
6" LONG - CONCRETE FILLED
(COLOR TO BE.SFAETY YELLOW)

A.C. PAVEMENT OR
/ FINISHED SURFACE

)

MIN. 8" CLASS "B"
CONCRETE ALL AROUND

3' MIN.

DETAIL

6" @ PROTECTIVE POSTS
SEE DETAIL ABOVE
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5 FOOT STEEL MARKER POST
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SIDE VIEW

NOTES:

SIGN

TOP VIEW

1. POST MATERIAL, 2.0 LBS PER FOOT; FINISH ON POST, GALVANIZED.
2. SIGN MATERIAL, .062 ALUMINUM: TO BE PAINTED WHITE WITH BLACK LETTERS.
3. SIGN TO BE PRE-PUNCHED FOR BOLT HOLES TO MATCH THOSE IN POST.
4. POST CAN BE DRIVEN.
5. SIGN TO BE ATTACHED WITH 2-2" X %" BOLT & NUT AFTER INSTALLATION OF POST.

1-1/2"

REVISIONS APPROVALS EASTERN MUNICIPAL WATER DISTRICT
NO.] DATE [INITIAL DESCRIPTION APP'D | DATE INITIAL | DATE A\ STANDARD DRAWING
DESIGN A\_,
CONSTRUCTION T —— EASTERN
/A\| 5/3/19 | G |UPDATED TITLE BLOCK, FONT, AND LOGO _AG A | 5319 | INSPECTION e W WareR L
Al m e GUARD AND MARKER POSTS
/23/01 | GR | REVISED FILE ID NO OPERATIONS
A 8/1/97 | CRD | COMBINED A-498 AND A-504 REDRAWN ON CADD G977 1271900 SUBMITTED _KEJ2 | 121900
REFERENCES: SUPERCEDES A-498 & A-504 SCALE: NONE
: APPROVED._ Charlic 5uch 425,01 B-
FILE I.D.: \kauai\eng\std dwgs\B-665.dgn prRAWN BY: crp | RECOMMENDED DIRECTOR OF ENGINEERING DATE o ASSISTCALNTLgENERZLfMKIL\IC;gIE/LR DATE 6 65




