NOTES: A

@ . 1. ALL CML&C PIPE SHALL MEET EMWD SPEC. SECTION 15061.
A\ 1"MIN 2. ALLD.I. PIPE SHALL MEET EMWD SPEC. SECTION 15057.
FINISH GRADE AT 3. PROVIDE VALVE EXTENSION IF DEPTH TO VALVE NUT EXCEEDS 5 FEET.
NON-PAVED AREAS I 4. VALVE BOX AND METER BOX LIDS TO BE PAINTED PURPLE PANTONE 522C PER EMWD STANDARD DRAWING PA-2.
PAVEMENT AT 5. BALL VALVE AND CAM LOCK TO BE PAINTED PURPLE PANTONE 522C.
A 12" 6. RESTRAIN D.I. PIPE PER PIPE MANUFACTURER.
FINISH GRADE 7. BLOW OFF LOCATIONS:
A. FACE OF BOX SHALL BE PLACED
v 1. 1'-6" BEHIND CURB FACE WHEN THE WIDTH OF SIDEWALK IS 8' OR WIDER.
: : 2. 7'-6" BEHIND CURB FACE WHEN THE WIDTH OF SIDEWALK IS 6' WIDE.
24" MIN. \ . 3. 7'-6" BEHIND CURB FACE WHEN THERE IS NO SIDEWALK.
36" MAX : 4. 1'-6" WITHIN ROAD RIGHT-OF-WAY WHEN NO CURBS OR SIDEWALKS ARE PROPOSED.
6" MIN 6" OAD RIGHT-O O CURBSORS S 0POS
: [\ THICKNESS B. BLOW OFF TO BE 1' BACK FROM INTERSECTION OF SIDEWALK WITH CORNER APRON.
6" MIN. THICKNESS Y /N 3/a" GRAVEL C. AT OTHER THAN STREET INTERSECTIONS BLOW-OFF TO BE ON LOT LINES.
PG 3/4" GRAVEL = 8. FIELD COATING FOR EXPOSED STEEL PIPE SHALL BE PER EMWD SPECIFICATIONS AND APPROVED MATERIALS.
9. FOR MAINLINE;
| A. 36" & LARGER USE 4" S.S. BALL VALVE WITH TEFLON SEAT AND 4" CAMLOCK (FEMALE COUPLER X MALE NPT)
SEE NOTE 3 O . B. SMALLER THAN 36" USE 4"X 2" BRASS BUSHING WITH MIN. 2" S.S. BALL VALVE WITH TEFLON SEAT AND 2"
— O— [ /A ALTERNATIVE "A CAMLOCK (FEMALE COUPLER X MALE NPT).
PROJECT LIMIT & PROJECT LIMIT &
TRACT BNDRY OR END OF STREET TRACT BNDRY OR END OF STREET
ROW. ROMW. IMPROVEMENT OR PROPERTY LINE IMPROVEMENT OR PROPERTY LINE
| | : |
] \ | BLOWOFF ' LATERAL i o : LATERAL MAIN | MAIN LINE I | I
LA VA : ! ~ 1 LINE | X Z AN
CML&C PIPE SHALL ') | P . ! 10 DISTANCE VARIES [ ! J ]
BE SUPPORTED PER fieee ~ | v A A | BETWEEN BLOW- |
EMWD DWG B-563. e - 8'0R : BLOWOFF OFF TEE AND END 10
D.I. AND PVC PIPE Il WIDER | : OF LINE VALVE |
SHALL BE RESTRAINED. it SIDEWALK ; : PERMANENT END OF VN
I 7 ' /\/ { LINE INSTALLATION TEMPORARY END OF LINE INSTALLATION
MIN WALL CURB & GUTTER /A CURB & GUTTER (NO FUTURE EXTENSION) (FUTURE EXTENSION)
PERB2IL ROW. 6 SDEWALK RO-W MATERIALLIST A A
| «/ R s | /\/ ATeRAL ITEM | QTY DESCRIPTION
' e 1 iD
i LATERAL . S = ( A | @ | 1 |BROOKSNO. 4-TT VALVE CAP OR APPROVED EQUAL PER B-668
| l/ | T A | @ | 1 |VALVECAN PER B-668
| o —— T i ® | 1 |FXFRSGV
USE 6" FLANGED SADDLE OUTLET USE 6" DUCTILE IRON FLANGED L [ : .
PER B-271 FOR INSTALLATION ON TEE FOR INSTALLATION ON ! ! A/A | @ | 1 |DIORCML&C90° ELBOW
CML&C PIPELINE PVC PIPELINE i | BLOWOFF /A | ® | 1 |FLANGED OR MJ D.I. PIPE OR CML&C PIPE
BLOWOFF ; ~
/ . SIZE"X 4" COMPANION FLANGE
| | A A ® |1
7 @ | 1 |BALLVALVE WITH CLOSE NIPPLE (SEE NOTE 9)
CURB & GUTTER EDGE OF ROAD WAY
NOTE: RECYCLED WATER BLOW-OFF SHALL MAINTAIN (NO CURB & GUTTER) 1 | CAMLOCK (SEE NOTE 9)
A MINIMUM OF FIVE (5') FEET SEPARATION FROM ANY BLOW OFF INSTALLATION DETAIL (® | 1 |METERBOX (MINIMUM SIZE) J&R CONCRETE NO. 4-1/2(N0O.37) OR
POTABLE WATER APPURTENANCE. (SEENOTE 7) APPROVED EQUAL, SIZED TO ACCOMODATE FITTINGS
NOTTO SCALE /A /A | @ | 1 |LNE SIZE BY PRE CONNECTION
/N | @ | 1 |FXFSPOOL 36" LENGTH
I
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